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designed for the growing business
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Specifi cations
Operating Environment

Temperature : 

00C-450C

Relative Humidity: 

5-90%, non-condensing

Power Requirements

Micro Plexus: 

110 or 220 VAC, Factory set

Macro Plexus: 

85-246 VAC, Auto-ranging

Dimensions

Micro Plexus: 

368H x 292W x 99D mm (system)

254H x 150W x 90D mm (power supply)

Macro Plexus: 

305H x 438W x 248D mm

Wiring

Ordinary phone device: 

2-Wire, Star Type

Analog Key Telephone: 

4-Wire, Star Type

Mounting

Micro Plexus: 

Wall Mount, Tabletop

Macro Plexus: 

Rack Mount (standard 19’ rack) 

Wall Mount, Tabletop

Manufactured and Distributed by BBS Access Pte. Ltd.
10 Tannery Lane, BBS Building, Singapore 347773 
Tel: (65) 6559 8500  Fax: (65) 6559 8560  
Email: bbsaccess@bbsgroup.com.sg  
http://www.bbs.com.sg



Large system features 
at small system prices

Plexus PABX platform is a cost-
effective communication solution for 
any business user. The expandable 
system can be confi gured to meet a 
range of capacities and options of any 
small to medium size offi ce, or simply 
expanded by adding more units as 
your business grows. Flexibility and 
scalability is what businesses need 
and Plexus platform is designed to 
provide that.

Integrated Voice Processor (IVP)
The Plexus Integrated Voice Processor (IVP) 
provides Plexus users with all the necessary 
tools to develop custom-built, advanced feature 
auto-attendant and voice mail applications.

The IVP communicates directly with the 
Switch Operating System (XOS) to deliver a 
fully integrated solution. Unlike some voice 
mail systems, the Plexus Integrated Voice 
Processor (IVP) is truly integrated into the 
backplane, using no extension or trunk 
ports for communication. This reduces 
costs and frees these ports for their true 
function, providing the customer CO lines 
and extensions.

The IVP is also capable of supporting growing 
businesses. You may start with as few as 4 
channels IVP and upgrade to as many as 24 
without hardware upgrade.

Micro Plexus offers a total  off ice 
communications solution for small-to 
medium-sized office environment, with 
integrated Voice Mail and Auto-Attendant 
(IVP and AAI).

Two Micro Plexus expands to 16 CO lines 
and 32 extensions.

The CO line ports come equipped with: 
•  Caller ID compatibility
•  fax detection 
•  tone and pulse dialing support
•  Centrex compatibility

Micro Plexus

Macro Plexus systems can be custom-built 
to meet your specifi c needs. The system 
can be set up with a range of capacities 
and options:

•  Digital Trunks (T-1/E-1 and ISDN PRI/
BRI)

•  Analog Trunks (ATI)
•  Extensions (AEI)
•  Integrated Voice Mail and
  Auto-Attendant (IVP - 4 to 24 channels)

Single Cabinet 
72 ports (extensions + analog trunks)

•  With single span T1/E-1: 
 64 analog ports + 
 24/30 digital trunks
•  With two span T1/E-1s: 
 64 analog ports + 
 48/60 digital trunks

Two Macro Plexus systems can be linked 
together to operate as a single system and 
expand trunk and extension capabilities. 

Linked Cabinets 
128 ports (extensions + analog trunks)

•  With single span T1/E-1: 
 128 analog ports + 
 24/30 digital trunks
•  With two span T1/E-1s: 
 128 analog ports + 
 48/60 digital trunks

Capacities:

•  4 x 8 (single cabinet)

•  8 x 16 (single cabinet)

•  12 x 24 (single cabinet)

•  16 x 32 (linked cabinet)

Plexus System 
Features
• Access Restriction: Line, Station

• Alarm Clock

• Answering Machine Emulation

• Auto-Answer

• Auto Camp-On

• Busy Override

• Call Broker

• Call Conference

• Call Coverage

• Call Follow Me

• Call Forward

• Call Hold: Consult, Exclusive, 
System

• Call Intrusion: Intrude, Monitor 

• Call Notify

• Call Park

• Call Pickup

• Call Recording

• Call Release

• Call Screen

• Call Transfer

• Caller ID Display & Storage

• Caller ID Memory

• Caller ID Redial

• Camp-On

• Day/Night Service

• Direct Inward System Access (DISA) 

• Direct Station Select (DSS)/BLF

• Direct Trunk Select (DTS)/BLF

• DND Override 

• Do Not Disturb (DND)

• Dynamic Call Keys

• Group Hunt

• Group Listening

• Group Page

• Hands-Free Intercom

• Headset Compatibility

• Last Number Redial

• Line Status Indicators

• Message Waiting Lamp

• Multiple Operators

• Mute

• On-Hook Dialing

• Page Answer

• Programmable Keys

• Red/Green/Amber LEDs

• Remote System Management/
Programming

• Speed Dial Memory

• System Message Display

• Speakerphone

• Station Message Detail Recording 
(SMDR)

• Toll Restriction

• Toll restriction Override

• Volume Control

• Wall Mountable

• Window-Based Confi guration 
Software

• 16 ringing tones

Macro Plexus
Plexus Key Telephone

• 52 keys/buttons

• Dial pad (0-9,*,#)

• Fixed function buttons

• 20 fully programmable keys

Plexus Operator Console
• 60 programmable keys Monitor 

and provide one-button access to 
stations and lines, system features 
and functions

• Provide one-button access to 
frequently dialed numbers 
(i.e., speed dial)

• Provide one-button access to fi lter 
codes for hotel/motel applications

The Plexus key telephone expands and enhances the advanced 
capabilities of the Plexus Hybrid Key Digital Telephone Systems. 
The total interface makes it a powerful productivity tool - 
promoting effi cient and effective communications. 

Each Plexus key telephone can support multiple operator 
consoles.

MICRO
PLEXUS

Technical
Feature
• RS-232 Serial Port 

• Main Call Handling CPU

• 11 Card-Slots 

• Paging Output 

• Music-On-Hold Input

• Digital PABX

• Capacity 72 ports 
expandable to 128 ports

• Accomodates up to two 
span E1/T1 trunks

• Fully integrated 24 ports
voice mail

MACRO
PLEXUS

Technical
Feature
• RS-232 Serial Port 

• Music-On-Hold Input 

• 2 Expansion Slots 

• Digital PABX

• Paging output  

• Main board plus two expansion slots

• Capacity range from 
4 x 8 to 16 x 32

• Fully integrated 4 ports voice mail
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and much more...




